D. 1. CARBON ADSORPTION MONITOR;.*.,;G LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) :

PCI shall document compliance by monitoring for VOG breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITO‘L_.VG LOG FVOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c)
pPCl shall document compliance by monitoring for VOGC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when preakthrough is detected as stated below under Note.
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D.1. CARBON ADSORPTION MONITOR..«G LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (¢)
PC| shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D.1. CARBON ADSORPTION MONITOR.,; .3 LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (c)
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’ ‘ D, 1. CARBON ADSORPTION MONITORhL.»"iG LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c)
PCJ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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BON ADSORPTION MONITOﬁlNG LOG FOR DAILY AND QUARITERLY

D.1.CAR

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c)
t once per shift when the SDS shredder, the ATDU, the Distillation Unit,

PCl shall document compliance by monitoring for VOC breakthrough at leas
and the tanks are in operations. PC| shall replace the carbon canister when breakthrough is detected as stated pelow under Note.
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D. 1. CARBON ADSORPTION VIONITOR. .3 LOG FOR DAILY AT A==

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) ‘
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when preakthrough is detected as stated below under Note.
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BON ADSORPT\O

Condition D.1.10 Carbon AdsorberlCan’rster Monitoring

Condition D147 Record Keepind Requirements (c) i
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4, CARBON ADSORPTION MON\TO“RING LU

D

Condition D.1.10 Carbon AdsorberlCanister Monitoring

Condition D.1.17 Record Keeping Requirements (©)
pPCl shall document compliance by monitoring for vOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. pCl shall replace the carbon canister when preakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPT\ON MONI

Condition D.1.10 Carbon AdsorberlCanister Monitoring
Condition D.1.17 Record Keeping Requirements (©)
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Condition D.1.10 Carbon AdsorberlCan'\ster Monitoring

Condition D117 Record Keeping Requirements (©)

pCi shall document compliance by monitoring for vOC breakthrough at least once per shift when the sDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. pCl shall replace the carbon canister when preakthrough is detected as stated below under Note.
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D.1.C MONITOr. 4G LOG EPR =

Condition D.1 410 Carbon AdsorberlCanister Monitoring

Condition D.1.17 Record Keeping Requirements (c)
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d Keeping Requirements (©)
vOC breakthrough at least once per shift when the sDS shredder, t
ter when breakthrough is detected as stated below under Note.
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\:n\lNG LOG FPUR A e

Condition D.1 10 Carbon AdsorberlCanister Monitoring

Condition D.1.17 Record Keepind Requ'\rements (©) 7
pPCl shall document compliance by monitoring for vOC breakthrough at least once per shift when the sDS shredder, the ATDU, the Distiliation Unit,

and the tanks aré in operations. pCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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r/Canister Monitoring
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" JGLOGFORD

RBON ADSORPTION M

Condition D.1 40 Carbon AdsorberlCanister Monitoring
Condition D.1.17 Record Keeping Requirements (c) '

pCl shall document compliance by monitoring for VvOC preakthrough at least once per shift when the spS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. pC| shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1, CARBON ADSORPTION MONITOC. OR DAILY AND & UARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) '
PG} shall document compliance by monitoring for VvOC preakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. pPC| shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITC. ‘,N! LOG FOR DAILY AND QUARTERLY ‘

Condition D.1.10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (¢)
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D. 1. CARBON ADSORPTION MONITO.V:_‘N‘G LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) v '
PC| shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION

Inspector: . b
’j?}/ Oy

Pate of Ins ectiot;/

Sl
Shift: (Eirstor Second) |
& ”ﬁmgﬁ

Monitor 1D: N
mf\%xm, VLo 0T
Instrument Calibration Gases:

| 06 of o pelreta LW
Background Instrument Rez ding:
piNe

‘ Time:@ 4 oc

Location of Carbon Unit Status Inlet T Exhaust Visual Carbon Spent Carbon Placed m
Control Device v Insp.- Replacement Roll Off Box No. for
Offsite Combustion
P Y/N Date Time
Vapor Recovery System: unﬁgiﬁgg/ Down
CARBON OR (FLAR » — R fi ,\5 — T

SDS Shredder Runningy | DoWn | 5 , ' ,
= ALy 1% A N el Ml B

ATDU/ OWS E’Ej’nniﬁg;; Down B N A ; o
e L4 (] - I8 N =]

Aren 8 -— Tanks 52,563,564 |(Running) | Down | . ) -

(Tanks 02 through 04) ;, €9 | 4% o A N | —

Distillation Unit Running) | Down | | ) . —
G [P g | s @ LR N L=t

Tank 51 /R‘un'ninj* Down | -~ . / . B .
[ SELD 1O 1Y, A N

Tank 55  |Running’ | Down - - - N 1

- | L Y& ga | © /3 /

Revised 2/10/09



r/Canister Monitoring
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5 1. CARBON ADSORPTION MONITC. "G LOG FOR DAILY AND QUARTERLY | .

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c)
PCl| shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PC| shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D.1. CARBON ADSORPTION MONITO. .\JG LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c)
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D.1. CARBON ADSORPTION MONITO. JG LOGFOR DAILY AND gUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements ©)

pCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the S
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ONITORING LOG FOR DAILY AND QUARTERLY

D. 1. CARBON ADSORPTION M

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D71.17 Record Keeping Requirements (c) :
pPCl shall document compliance by monitoring for VOO breakthrough at least once pel shift when the $DS shredder, the ATDU, the Distiltation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when preakthrough is detected as stated below under Note.
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| D.1. CARBON ADSORPTION MONITO.'_A!G LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring
Condition D.1.17 Record Keeping Requirements (c)

PC| shall document compliance by monitoring for VOC breakthrough at least once per shift
and the tanks are in operations. PCl shall replace the carbon canister when hreakthrough is detected as s
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D. 1. CARBON ADSORPTION MONITG. ,..l!‘ LOG FOR DAILY AND QUARTERLY | ‘

Candition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (¢)
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D. 1. CARBON ADSORPTION MONITO. G LOG FOR DAILY AND QUARTERLY

Cdndition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (C)
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PC| shall replace the carbon canister when breakthrough is detected as stated below under Note.
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' D. 1. CARBON ADSORPTION Mom-ro;_..%" | OG FOR DAILY AND UARTERLY
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T/ON MONITC: G L

0G FOR DAILY AND & UARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keepind Requirements (c) ‘
pCl shall document compliance by monitoring for VOC preakthrough at least once per shift when the DS shredder, the ATDU, the Distillation unit,

and the tanks aré in operations. pC| shall replace the carbon canister when breakthrough is detected as stated below under Note.
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G LOG FOR DAILY AND QUARTERLY

40 Carbon Adsorber/Canister Monitoring
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4G LOGFOR DAILY AND G UARTERLY

Condition D.1.10 Carbon AdsorberlCanister Monitoring

Condition D.1.17 Record Keeping Requirements (c) '
pCl shall document compliance by monitoring for vOC breakthrough at least once per shift when the sDS shredder, the ATDU, the Distillation unit,

and the tanks are in operations. pCl shall replace the carbon canister when preakthrough is detected as stated below under Note.
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Condition D.1 40 Carbon AdsorberlCanister Monitoring

Condition D.1 17 Record Keeping Requ‘\rements (©) '
pcCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the sDS shredder, the ATDU, the Distillation unit,

and the tanks are in operations. pCl shall replace the carbon canister when breakthrough is detected as stated below under Note.
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D.1. CARBON ADSORPTION MONITO.'",'.."JG LOG FOR DAILY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requirements (c) '
PGl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,

and the tanks are in operations. PG| shall replace the carbon canister when breakthrough is detected as stated below under Note.
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. /G LOG FOR DALY AND QUARTERLY

Condition D.1.10 Carbon Adsorber/Cen‘reter Monitoring

Condition D.1.A7 Rrecord Keepind Requirements (c)
pcl shall document compliance by monitoring for VOO breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit,
and the tanks are in operations. pCl shall replace the carbon canister when breakthrough is detected a8 stated below under Note.
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Condition D.1.10 Carbon Adsorber/Canister Monitoring

Condition D.1.17 Record Keeping Requ‘lrements (c) : ' ,
pcCi shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation unit,
and the tanks are in operations. pCl shall replace the carbon canister when breakthrough is detected as stated below under Note.

N SYSTEM INSPECTION

P 4‘90u)/:\j“,

nstrument Ga\ibration Gases:

spent Carbon Placed in
Roll Off BOX No. for
Offsite combustion

Carbon
Replacement

Location of Garbon
Control Device

Vapor Recovery System: SUM
| cCARBON OR FLARE"
ATDU/ OoWS Running @v)vn/“
- - ]
Aread -— Tanks 52,53,54 .
Tanks 02 through 04 —
Distillation Unit Running m
N

Tank 55

Revised 2/10/09




